
1.Gas Releasing Control Panel

Specifications:
• Compliant to Japanese Fire Service Act.
• Extensive lineup: 1, 3, 5, 10, 15, 20, 25, 30 Zones
• Control Panels with power supply & ba�ery are available (Up to 5 zones)
• Voice alarm selectable from English, Vietnamese, Indonesian
• Discharge Countdown �mer
• Selectable AUTO/ MANUAL actua�ng opera�on mode
• Simultaneous ex�nguishing func�on to mul�ple zones available

with individual countdown �mers
• Event logs up to 1000 events
• Indicator for condi�on of shut-off valve 

    

4. Pilot Cylinder Unit

Specifica�ons:
• 1L or 2L CO2 Cylinder
• Electric Cylinder Valve Releaser
• Pressure Switch
• Rugged housing

        GASB-EM          GASB-EM
  【Inner View】

3.Manual Actua�ng Device

Specifica�ons:
• Countdown Timer
• Actua�ng Bu�on & Abort Bu�on 
• Detachable Protec�on Cover
• Auto/Manual Actua�ng Mode Switch 
• Op�on : Monitoring func�on for Shut-off valve

         NRSA-5H   NRSA-5H-WS
  【with water-proof housing】

  【External View】

Model Capacity 
NHS1-24-0.14A 3Ah
NHS1-24-0.24A 5Ah
NHS1-24-0.32A 6Ah
NHS1-24-0.4A 8Ah

NHS1-24-2x0.24A 10Ah
NHS1-24-2x0.32A 12Ah
NHS1-24-2x0.4A 15Ah
NHS1-24-3x0.4A 20Ah

Model Zones Input Power/ Ba�ery
GNA0-1L-E 1 DC24V, No Ba�ery
GNA0-3L-E 3 DC24V, No Ba�ery
GNA0-5L-E 5 DC24V, No Ba�ery

GNA0-10L-E 10 DC24V, No Ba�ery
GNA0-15L-E 15 DC24V, No Ba�ery
GNA0-20L-E 20 DC24V, No Ba�ery
GNA0-25L-E 25 DC24V, No Ba�ery
GNA0-30L-E 30 DC24V, No Ba�ery

GNA0-1L-EP3.5 1 AC220V, 3.5Ah/5AR
GNA0-1L-EP6.0 1 AC220V, 6.0Ah/5HR
GNA0-1L-EP10 1 AC220V, 10Ah/5HR
GNA0-3L-EP3.5 3 AC220V,3.5Ah/5AR
GNA0-3L-EP6.0 3 AC220V,6.0Ah/5HR
GNA0-3L-EP10 3 AC220V,10Ah/5HR
GNA0-5L-EP3.5 5 AC220V, 3.5Ah/5AR
GNA0-5L-EP6.0 5 AC220V, 6.0Ah/5HR
GNA0-5L-EP10 5 AC220V, 10Ah/5HR

Specifications:

• Ba�ery : Ni-Cd
• Input power: AC 100V / 220V
• Output power: DC24V
• Ba�ery lineup: 3.5,6.0, 8.0,10.0,12.0, 15.0,20.0 Ah

SYSTEM COMPONENT (Carbon Dioxide / JP system)   
1.Gas Releasing Control Panel

Specifications:
• Compliant to Japanese Fire Service Act.
• Extensive lineup: 1, 3, 5, 10, 15, 20, 25, 30 Zones
• Control Panels with power supply & ba�ery are available (Up to 5 zones)
• Voice alarm selectable from English, Vietnamese, Indonesian
• Discharge Countdown �mer
• Selectable AUTO/ MANUAL actua�ng opera�on mode
• Simultaneous ex�nguishing func�on to mul�ple zones available

with individual countdown �mers
• Event logs up to 1000 events
 

    

4. Pilot Cylinder Unit
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• 1L or 2L CO2 Cylinder
• Electric Cylinder Valve Releaser
• Pressure Switch
• Rugged housing

        GASB-EM          GASB-EM
  【Inner View】

3.Manual Actua�ng Device

Specifica�ons:
• Countdown Timer
• Actua�ng Bu�on & Abort Bu�on 
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• Op�on : Monitoring func�on for Shut-off valve
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Model Capacity 
NHS1-24-0.14A 3Ah
NHS1-24-0.24A 5Ah
NHS1-24-0.32A 6Ah
NHS1-24-0.4A 8Ah

NHS1-24-2x0.24A 10Ah
NHS1-24-2x0.32A 12Ah
NHS1-24-2x0.4A 15Ah
NHS1-24-3x0.4A 20Ah

            

Model Zones Input Power/ Ba�ery
GNA0-1L-E 1 DC24V, No Ba�ery
GNA0-3L-E 3 DC24V, No Ba�ery
GNA0-5L-E 5 DC24V, No Ba�ery

GNA0-10L-E 10 DC24V, No Ba�ery
GNA0-15L-E 15 DC24V, No Ba�ery
GNA0-20L-E 20 DC24V, No Ba�ery
GNA0-25L-E 25 DC24V, No Ba�ery
GNA0-30L-E 30 DC24V, No Ba�ery

GNA0-1L-EP3.5 1 AC220V, 3.5Ah/5AR
GNA0-1L-EP6.0 1 AC220V, 6.0Ah/5HR
GNA0-1L-EP10 1 AC220V, 10Ah/5HR
GNA0-3L-EP3.5 3 AC220V,3.5Ah/5AR
GNA0-3L-EP6.0 3 AC220V,6.0Ah/5HR
GNA0-3L-EP10 3 AC220V,10Ah/5HR
GNA0-5L-EP3.5 5 AC220V, 3.5Ah/5AR
GNA0-5L-EP6.0 5 AC220V, 6.0Ah/5HR
GNA0-5L-EP10 5 AC220V, 10Ah/5HR

2.Power Supply with ba�ery

Specifications:

• Ba�ery : Ni-Cd
• Input power: AC 100V / 220V
• Output power: DC24V
• Ba�ery lineup: 3.5,6.0, 8.0,10.0,12.0, 15.0,20.0 Ah



5. Guide Pipe  

Specifica�ons: 

•  Hydrosta�c Test Pressure : 16.2Mpa 

•  Air�ght Test Pressure : 10.8Mpa

•  SUS304  

.

 

    

6. Cylinder Valve Releaser  

Specifica�ons:

•  Pneuma�c

•  With Manual Actua�ng Bu�on

8. Control Pipe  

Specifica�ons:

•  φ４
•  Copper
 

7. Agent Cylinder   

Specifica�ons:

•  CO2 : 68L / 82.5L 

•  Discharge Valve assembly 

         68L / 82.5L

Model     Length
  CUT300L
 CUT500L

300mm
500mm

10. Selec�on Valve 

Specifica�ons:

•  Pressure Test:16.2Mpa   •  Air�ght Test: 10.8Mpa

•  JP Approval: SV-031          • Small Equivalent Length 

 

Model Size
Equivalent Length 

(m)
GF14-25A 25A 0.2
GF14-32A 32A 0.3
GF14-40A 40A 0.4
GF14-50A 50A 0.5
GF14-65A 65A 0.7
GF14-80A 80A 0.8

GF14-100A 100A 1.2
GF14-125A 125A 1.5
GF14-150A 150A 1.9

         GFT-400

For CO2 Cylinder 68L / 82.5L 

         GNC-PM-2

For CO2 Cylinder 68L / 82.5L 

9. Shut-off Valve 

Specifica�ons:

•  Pressure Test:16.2Mpa   •  Air�ght Test: 10.8Mpa

•  JP Approval: Hyo17-018          

 

Model Size

HGF14-25A 25A
HGF14-32A 32A
HGF14-40A 40A
HGF14-50A 50A
HGF14-65A 65A
HGF14-80A 80A

HGF14-100A 100A
HGF14-125A 125A
HGF14-150A 150A



11. Safety Valve  

Specifica�ons:

•  Mateiral: C3604

•  Working Pressure: 5.7-7.8Mpa
 

         CSV-10 

for CO2 system

 12. Relief Valve   

Specifica�ons: 

•  Hydrosta�c Test Pressure : 16.2Mpa 

•  Air�ght Test Pressure : 10.8Mpa

•  Working Pressure: Less than 0.25Mpa

•  Relief Stop Pressure: 0.45Mpa 

.

 

    

13. Check Valve   

15.  Flared Copper Pipe FI�ngs
  

14.    Strainer   

16. Discharge Nozzle 
GLV-41

For φ４ Coppet Tube

Specifica�ons: 

•  Hydrosta�c Test Pressure : 16.2Mpa 

•  Air�ght Test Pressure : 10.8Mpa

•  Working Pressure:  higher than 0.25Mpa
.

 

    

GCV-4

For φ４ Coppet Tube

Specifica�ons: 

•  Hydrosta�c Test Pressure : 16.2Mpa 

•  Air�ght Test Pressure : 10.8Mpa

•  Filter: φ0.2  x 50  mesh
.

 

    

GF-04

For φ４ Coppet Tube

Brass Connector Brass Tee

 

Copper Pipe 

φ4 ( Inner ) x 20m with PVC coar�ng

 

GR Series 
Ceiling Mount / for CO2

Model Size
GR15 15A
GR20 20A
GR25 25A
GR32 32A
GR40 40A

GM Series 
Wall Mount / for CO2

Model Size
GM15 15A
GM20 20A
GM25 25A
GM32 32A
GM40 40A



 17. Discharge Waring Indicator  

Specifica�ons: 

•  Input Power: DC24V 

•  LED

•  Power Consump�on: 1.2W

•  Language : English / Vietnamese 

.

 

    

18. Voice Speaker

  

ST-S  for indoor 

Specifica�ons: 

•  Input : 5W

•  High Inpedance

•  Sound Pressure Level: More than 104dB
.

 

    

NK-305T for innner
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